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(54) Animating a character using a skeleton and input from a touch screen 


(57) A display section (12) covered with a touch panel 
(13) displays a character image (C) on a display screen. 
Structure data of a character in which a plurality of bones 

(B) are joined together with joints (J), and polygon data 
(Po) for each portion of the character (C) corresponding 
to each bone (B), are stored. The character image is dis¬ 
played on the display screen based on the structure data, 
the polygon data (Po), and a position of the character 

(C) . Position data corresponding to touch operation input 
data is calculated, and an angle of a joint (J) of the char¬ 
acter (C) corresponding to the position data is changed. 
Thereafter, the character (C) is drawn and displayed on 
the display screen while changing a portion whose joint 
angle is changed, in real time, in accordance with the 
angle. 
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Description 

BACKGROUND OF THE INVENTION 
Field of the Invention 

[0001] The present invention relates to a game appa¬ 
ratus and a storage medium storing a game program. 
More particularly, the present invention relates to a game 
apparatus and a storage medium storing a game pro¬ 
gram, the game apparatus and the game program per¬ 
forming a game in which a game play proceeds, depend¬ 
ing on a touch operation with respect to a character dis¬ 
played on a display screen, and the touch operation being 
performed on a touch panel which covers the display 
screen. 

Description of the Background Art 

[0002] Conventionally, there are a number of games 
in which characters or the like are three-dimensionally 
represented using polygons in a virtual three-dimension¬ 
al space, and the characters are projected onto a display 
screen (two-dimensional plane) where a game play pro¬ 
ceeds. The characters are defined with three-dimension¬ 
al coordinates. Motions of the characters are generated 
by coordinate transformation, depending on an operation 
by a player who plays a game, and is finally transformed 
and projected onto a two-dimensional plane, so that the 
character is displayed on the display screen. 

[0003] When all the characters are defined with the 
coordinates of polygons, the motions of the characters 
may be controlled by transforming all the polygon coor¬ 
dinates. However, in this case, the control is complicated 
in terms of processing. Therefore, the skeleton of each 
character is defined with a plurality of bones and joints 
like, for example, a human, and the motion of the char¬ 
acter is defined with the bones and the joints, whereby 
the control is considerably simplified in terms of process¬ 
ing. For example, this technique is described in Tim Cole¬ 
man and Sherri Sheridan, "Mezase Puroanimeta Maya 
Kyarakuta Animeshon (Maya Character Animation - For 
Aspiring Professional Animators)", 1st Ed., Kabushiki 
Kaisha Bone Digital, April 25, 2005, pp. 125-133 (here¬ 
inafter referred to as Publication 1). Software introduced 
in Publication 1 is a typical method of controlling the mo¬ 
tion of a character, in which the user can use a computer 
to generate a character which is drawn in a desired three- 
dimensional space, and generate animation of the char¬ 
acter generated in the three-dimensional space. 

[0004] For example, Japanese Patent Laid-Open Pub¬ 
lication No. HI 0-188028 (hereinafter referred to as Pub¬ 
lication 2) discloses a moving image generating device 
in which the bones and joints (skeleton in Publication 2) 
is applied to a deformed game character. In general, a 
deformed character which has less joints and less irreg¬ 
ular surfaces tends to be monotonically expressed. How¬ 
ever, if bones and joints are hidden in the deformed char¬ 


acter disclosed in Publication 2 and the bones and the 
joints are controlled, it is possible to confer various facial 
expressions to the deformed character. Publication 2 al¬ 
so discloses a technique of selecting animation which is 
5 based on bones and joints previously set, depending on 
an input from a controller connected to the moving image 
generating device, and drawing the animation as game 
images as appropriate. 

[0005] Although Publication 1 discloses the definition 
io of bones and joints and the technique of producing ani¬ 
mation using the bones and the joints, Publication 1 does 
not disclose how to apply the technique to a game play. 
[0006] Although, in Publication 2, a motion of a char¬ 
acter to be drawn is selected, depending on the input 
15 from the controller, Publication 2 does not disclose a di¬ 
rect control of the motion of the character. 

SUMMARY OF THE INVENTION 

[0007] Therefore, an object of the present invention is 
to provide a game apparatus and a storage medium stor¬ 
ing a game program which can directly control a portion 
of a character through a touch panel, the character being 
displayed on a display screen covered with a touch panel. 
Another object of the present invention is to provide a 
game apparatus and a storage medium storing a game 
program which can cause a motion of a character to 
change, depending on a portion thereof touched through 
a touch operation on a touch panel, and provide a realistic 
experience in which the player feels as if he or she ac¬ 
tually touched the character. 

[0008] The present invention has the following fea¬ 
tures to attain the object mentioned above. Note that ref¬ 
erence numerals and step numbers (abbreviated as "S") 
in parentheses indicate correspondence between parts 
and steps herein described and those described in the 
accompanying drawings so as to aid understanding of 
the present invention, and are not intended to limit the 
scope of the present invention. 

[0009] Afirst aspect of the present invention is directed 
to a game apparatus (1) for a game which causes a char¬ 
acter appearing in a game space to produce a motion, 
depending on an operation of a player. The game appa¬ 
ratus comprises a display section (12), a touch panel 
(13), a touch operation input data storing section (S71, 
228), a structure data storing section (231a), a polygon 
data storing section (231 b), a character position control 
section (S54, S55), a character display control section 
(S52, S77), a touched portion detecting section (S56, 
S74), and a joint angle changing section (S76). The dis¬ 
play section displays an image of a character on a display 
screen. The touch panel is provided, covering the display 
screen of the display section. The touch operation input 
data storing section temporarily stores touch operation 
input data (touch coordinates) input through a touch op¬ 
eration on the touch panel. The structure data storing 
section stores structure data (FIG. 7) of the character, in 
which the character has a plurality of bones (B) and one 
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or more joints (J), and the plurality of bones are joined 
together with the joints. The polygon data storing section 
stores polygon data (Po) for each portion of the character 
defined corresponding to each of the plurality of bones. 
The character position control section controls a position 
of the character in the game space. The character display 
control section draws and displays the character on the 
display screen based on the structure data, the polygon 
data, and the position of the character. The touched por¬ 
tion detecting section calculates position data (game 
space coordinates) in the game space corresponding to 
the touch operation input data to detect a portion of the 
character corresponding to the position data. When the 
portion of the character corresponding to the position da¬ 
ta is detected, the joint angle changing section changes 
an angle (0) of a joint of the character corresponding to 
the portion, depending on the touch operation input data 
(FIG. 9). The character display control section moves a 
portion whose joint angle is changed by the joint angle 
changing section, in real time, depending on the angle, 
and draws and displays the character on the display 
screen. 

[0010] In a second aspect based on the first aspect, 
the game apparatus further comprises a touch operation 
state determining section (S75, S78) of determining a 
touch operation state with respect to the touch panel 
based on the touch operation input data. When the touch 
operation state determining section determines that the 
touch operation state is a drag operation in which a po¬ 
sition of the touch operation is continuously changed, the 
joint angle changing section changes the joint angle of 
the character, depending on a direction of the drag op¬ 
eration. 

[0011] In a third aspect based on the second aspect, 
the game apparatus further comprises an animation data 
storing section (232), an accumulated amount calculat¬ 
ing section (S77), and an animation selecting section 
(S77). The animation data storing section previously 
stores a plurality of patterns (232a to 232f) of motions of 
positions of the bones and the joints of the character. 
When the touch operation state determining section de¬ 
termines that the touch operation state is a drag operation 
in which a position of the touch operation is continuously 
changed, the accumulated amount calculating section 
accumulates an operation distance of the drag operation. 
The animation selecting section selects a pattern stored 
in the animation data storing section, depending on the 
operation distance accumulated by the accumulated 
amount calculating section. The character display control 
section draws and displays the character on the display 
screen, depending on the pattern selected by the anima¬ 
tion selecting section. 

[0012] In a fourth aspect based on the first aspect, the 
game apparatus further comprises an area setting sec¬ 
tion (ZL and ZR in FIGS. 10A to 10C). The area setting 
section sets an area in which a joint angle changed by 
the joint angle changing section is specified, to be at least 
a portion of a portion of the character. When the position 


data corresponding to the touch operation input data in¬ 
dicates an inside of the area set by the area setting sec¬ 
tion, the joint angle changing section changes the joint 
angle of the character in accordance with the angle spec- 
5 ified in the area. 

[0013] In a fifth aspect based on the fourth aspect, the 
area setting section divides a portion of the character into 
two areas, and the areas specify the same angle and 
opposite rotational directions, in accordance with which 
io the joint angle is changed. 

[0014] In a sixth aspect based on the fifth aspect, the 
area setting section sets a direction, along which the two 
areas are divided, to be consistently fixed in a world co¬ 
ordinate system of the game space. 
is [0015] A seventh aspect of the present invention is di¬ 
rected to a storage medium storing a game program 
which is executed by a computer (21) of a game appa¬ 
ratus for a game which causes a character appearing in 
a game space to produce a motion, depending on an 
operation of a player. The game apparatus comprises a 
display section of displaying the game space on a display 
screen, a touch panel provided, covering the display 
screen of the display section, and a storing section (22). 
The game program causes the computer to execute a 
touch operation input data storing step (S71), a character 
position control step (S54, S55), a character display con¬ 
trol step (S52, S77), a touched portion detecting step 
(S56, S74), and a joint angle changing step (S76). The 
touch operation input data storing step temporarily stores 
touch operation input data input through a touch opera¬ 
tion on the touch panel. The character position control 
step controls a position of the character in the game 
space. The character display control step draws and dis¬ 
plays the character on the display screen based on struc¬ 
ture data of the character having a plurality of bones and 
one or more joints, wherein the plurality of bones are 
joined together with the joints, polygon data for each por¬ 
tion of the character defined corresponding to each of 
the plurality of bones, and the position of the character. 
The touched portion detecting step calculates position 
data in the game space corresponding to the touch op¬ 
eration input data to detect a portion of the character 
corresponding to the position data. The joint angle chang¬ 
ing step, when the portion of the character corresponding 
to the position data is detected, changes an angle of a 
joint of the character corresponding to the portion, de¬ 
pending on the touch operation input data. The character 
display control step moves the portion whose joint angle 
is changed by the joint angle changing step, in real time, 
depending on the angle, and draws and displays the char¬ 
acter on the display screen. 

[0016] In an eighth aspect based on the seventh as¬ 
pect, the game program further causes the computer to 
execute a touch operation state determining step (S75, 
S78). The touch operation state determining step deter¬ 
mines a touch operation state with respect to the touch 
panel based on the touch operation input data. When the 
touch operation state determining step determines that 


20 


25 


30 


35 


40 


45 


50 


55 


3 



5 


EP 1 652 562 A2 


6 


the touch operation state is a drag operation in which a 
position of the touch operation is continuously changed, 
the joint angle changing step changes the joint angle of 
the character, depending on a direction of the drag op¬ 
eration. 

[0017] In a ninth aspect based on the eighth aspect, 
the game program further causes the computer to exe¬ 
cute an accumulated amount calculating step (S77) and 
an animation selecting step (S77). The accumulated 
amount calculating step, when the touch operation state 
determining step determines that the touch operation 
state is a drag operation in which a position of the touch 
operation is continuously changed, accumulates an op¬ 
eration distance of the drag operation. The animation se¬ 
lecting step selects one of a plurality of patterns indicating 
motions of positions of the bones and the joints of the 
character, depending on the operation distance accumu¬ 
lated by the accumulated amount calculating step. The 
character display control step draws and displays the 
character on the display screen, depending on the pat¬ 
tern selected by the animation selecting step. 

[0018] In a tenth aspect based on the seventh aspect, 
the game program further causes the computer to exe¬ 
cute an area setting step (ZL and ZR in FIGS. 10A to 
10C). The area setting step sets an area in which a joint 
angle changed by the joint angle changing step is spec¬ 
ified, to be at least a portion of a portion of the character. 
When the position data corresponding to the touch op¬ 
eration input data indicates an inside of the area set by 
the areasetting step, the joint angle changing step chang¬ 
es the joint angle of the character in accordance with the 
angle specified in the area. 

[0019] In an eleventh aspect based on the tenth as¬ 
pect, the area setting step divides a portion of the char¬ 
acter into two areas, and the areas specify the same an¬ 
gle and opposite rotational directions, in accordance with 
which the joint angle is changed. 

[0020] In a twelfth aspect based on the eleventh as¬ 
pect, the area setting step sets a direction, along which 
the two areas are divided, to be consistently fixed in a 
world coordinate system of the game space. 

[0021] According to the first aspect, a joint angle pro¬ 
vided to a portion of a character touched through a touch 
panel can be directly controlled. Therefore, since the joint 
angle can be changed, depending on the touch opera¬ 
tion, it is possible to provide a game apparatus which can 
provide an operation which causes the player to feel as 
if he or she touched the character. Also, since the touch 
operation through the touch panel causes the character 
to produce a motion in real time in accordance with the 
joint angle, it is possible to cause the character to act in 
various manners. 

[0022] According to the second aspect, when the por¬ 
tion of the character is a head or the like, the character 
can be expressed as if the character moves the head 
thereof, depending on a direction of a drag operation, 
such as stroking the touch panel or the like. Therefore, 
since it can be expressed that the character moves the 


head thereof, it is possible to provide a game apparatus 
which provides the realistic sensation of touching a char¬ 
acter. 

[0023] According to the third aspect, a character is 
5 drawn while changing a pattern (e.g., a posture, etc.), 
depending on the accumulated amount of a drag opera¬ 
tion with respect to the character. Therefore, it is possible 
to provide a game apparatus which provides the realistic 
sensation of communicating with the character. 
io [0024] According to the fourth aspect, since a joint an¬ 
gle is changed by an angle specified by an area provided 
in a portion of a character joint, the joint angle can be 
easily controlled. 

[0025] According to the fifth aspect, since a portion of 
15 a character belongs either of two areas, it is possible to 
avoid a situation where an angle is not controlled, as long 
as the portion is subjected to a touch operation. There¬ 
fore, the character behaves naturally. Also, by performing 
a touch operation which reciprocates between the two 
areas, it can be expressed that the portion of the char¬ 
acter performs a reciprocating motion. 

[0026] According to the sixth aspect, a direction of a 
border between the two areas does not vary depending 
on a change in the joint angle. Therefore, it is possible 
to prevent the areas from switching due to the change in 
the joint angle with respect to the same touch operation 
position. Therefore, the portion of the character can be 
moved by the player moving the touch operation position. 
[0027] Further, according to the storage medium stor¬ 
ing a game program of the present invention, an effect 
similar to that of the above-described game apparatus 
can be obtained by causing a computer to execute the 
game program. 

[0028] These and other objects, features, aspects and 
advantages of the present invention will become more 
apparent from the following detailed description of the 
present invention when taken in conjunction with the ac¬ 
companying drawings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0029] 

FIG. 1 is an external view illustrating a game appa¬ 
ratus according to an embodiment of the present in¬ 
vention which executes a game program; 

FIG. 2 is a block diagram illustrating the game ap¬ 
paratus 1 of FIG. 1; 

FIG. 3 is a diagram illustrating an exemplary game 
screen displayed on a second LCD 12 of FIG. 1; 
FIG. 4 is a diagram illustrating another exemplary 
game screen displayed on the second LCD 12 of 
FIG. 1; 

FIG. 5 is a diagram illustrating another exemplary 
game screen displayed on the second LCD 12 of 
FIG. 1; 

FIG. 6 is a diagram illustrating another exemplary 
game screen displayed on the second LCD 12 of 
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FIG. 1; 

FIG. 7 is a diagram illustrating a data structure of a 
character C; 

FIG. 8 is a diagram tor describing coordinate axes 
set in a bone B and a joint J; 

FIG. 9 is a diagram for describing a rotational oper¬ 
ation of a joint J corresponding to an exemplary mo¬ 
tion of the character C; 

FIGS. 10A to 10C are diagrams illustrating areas ZL 
and ZR in which a rotational angle and a direction of 
a joint J are determined, depending on a touch op¬ 
eration; 

FIG. 11 is a diagram illustrating an image which is 
read out from a cartridge 17 of FIG. 1 and is stored 
into a WRAM 22 as appropriate; 

FIG. 12 is a flowchart illustrating a game process 
performed by the game apparatus 1 of FIG. 1; and 
FIG. 13 is a flowchart illustrating a subroutine indi¬ 
cating details of a touch control process in step 57 
of FIG. 12. 

DESCRIPTION OFTHE PREFERRED EMBODIMENTS 

[0030] A game apparatus for executing a game pro¬ 
gram according to an embodiment of the present inven¬ 
tion will be described with reference to the accompanying 
drawings. FIG. 1 is an external view of a game apparatus 
1 of the present invention which executes a game pro¬ 
gram. As an example of the game apparatus 1, a hand¬ 
held game apparatus will be hereinafter illustrated. 
[0031] Referring to FIG. 1, the game apparatus 1 of 
the embodiment includes two liquid crystal displays 
(LCDs) 11 and 12 which are housed in a housing 18 and 
are disposed at predetermined positions. Specifically, 
when the first liquid crystal display (hereinafter referred 
to as an "LCD") 11 and the second LCD 12 are vertically 
disposed and housed, the housing 18 is composed of a 
lower housing 18a and an upper housing 18b, and the 
upper housing 18b is rotatably supported at a portion of 
an upper edge of the housing 18a. The upper housing 
18b has a planar shape which is slightly larger than that 
of the first LCD 11. An opening is formed on a major 
surface of the upper housing 18b so that a display screen 
of the first LCD 11 is exposed therefrom. The lower hous¬ 
ing 18a has a planar shape which is longer in a horizontal 
direction than the upper housing 18b. An opening is 
formed at substantially a middle portion in the horizontal 
direction of the lower housing 18a so that a display screen 
of the second LCD 12 is exposed therefrom. Holes 
through which sound of the loudspeaker 15 passes is 
deifined on either a right portion or a left portion of the 
lower housing 18a thereon which sandwich the second 
LCD 12, and operation switch sections 14 are positioned 
in both the right portion and the left portion of the lower 
housing 18a which sandwich the second LCD 12. 
[0032] The operation switch sections 14 include an op¬ 
eration switch (button A) 14a and an operation switch 
(button B) 14b positioned in a right side of the second 


LCD 12 and on the major surface of the lower housing 
18a, a direction specifying switch (cross key) 14c posi¬ 
tioned in a left side of the second LCD 12 and on the 
major surface of the lower housing 18a, a start switch 
5 14d, a select switch 14e, and side switches 14f and 14g. 

The operation switches 14a and 14b are used to, for ex¬ 
ample, input an instruction to pass, shoot, or the like in 
a sport game, such as a soccer game or the like; an 
instruction to jump, punch, operate a weapon, or the like 
io in an action game; or an instruction to obtain an item, or 
select and confirm a weapon or a command, or the like 
in a role playing game (RPG) or a simulation RPG. The 
direction specifying switch 14c is used to specify on a 
game screen a direction, such as a movement direction 
is of a player object (or a player character) which can be 
operated by the player using the operation switch section 
14, a movement direction of a cursor, or the like. The 
side switch (button L) 14f and the side switch (button R) 
14g are provided on a right portion and a left portion of 
an upper surface (upper side surface) of the lower hous¬ 
ing 18a. More operation switch(es) may be added as re¬ 
quired. 

[0033] Further, a touch panel 13 (an area surrounded 
by a dashed line in FIG. 1) is attached on a top surface 
of the second LCD 12. The touch panel 13 may be of any 
type including, for example, a resistance film type, an 
optical (infrared) type, and an electrostatic capacitance 
coupling type, and is a two-dimensional pointing device 
which detects a coordinate position of a stylus 16 (or a 
finger) and outputs coordinate data when a top surface 
thereof is pressed or stroked using the stylus 16 or the 
stylus 16 is moved on the top surface. 

[0034] A holding hole (an area surrounded by a dash- 
dot-dot line in FIG. 1) for holding the stylus 16 for oper¬ 
ating the touch panel 13 is formed adjacent to a side 
surface of the upper housing 18b. The stylus 16 is held 
in the holding hole. A cartridge insertion section (an area 
surrounded by a dash-dot line in FIG. 1) for detachably 
connecting a game cartridge 17 with a built-in memory 
(e.g., a ROM) storing a game program (hereinafter simply 
referred to as a cartridge 17) is formed in a portion of a 
side surface of the lower housing 18a. The cartridge 17 
is a data storage medium storing a game program, such 
as, for example, a nonvolatile semiconductor memory 
(e.g., a ROM or a flash memory). A connector (see FIG. 
2) for electrically connecting to the cartridge 17 is provid¬ 
ed inside the cartridge insertion section. The lower hous¬ 
ing 18a (or the upper housing 18b) also houses an elec¬ 
tronic circuit board on which various electronic parts (e.g., 
a CPU, etc.) are secured. Note that the information stor¬ 
age medium for storing a game program is not limited to 
the nonvolatile semiconductor memory, and may be a 
CD-ROM, a DVD, or other similar optical disc-shaped 
storage media. 

[0035] FIG. 2 is a block diagram illustrating the game 
apparatus 1. In FIG. 2, a CPU core 21 is fixedly mounted 
on an electronic circuit board 20 housed in the housing 
18. A connector 28, and in addition, an I/O interface (l/F) 
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circuit 27, a first graphics processing unit (first GPU) 24, 
a second graphics processing unit (second GPU) 26, a 
WRAM 22, and an LCD controller 29, are connected via 
a predetermined bus to the CPU core 21. The cartridge 
17 is detachably connected to the connector 28. The car¬ 
tridge 17 is a storage medium for storing agame program. 
Specifically, the cartridge 17 carries a ROM 171 storing 
the game program and a RAM 172 for storing rewritable 
backup data. The game program stored in the ROM 171 
of the cartridge 17 is loaded into the WRAM 22, and the 
game program loaded in the WRAM 22 is executed by 
the CPU core 21. The CPU core 21 stores temporary 
data which is generated by executing the game program, 
or data for generating an image, into the WRAM 22. The 
operation switch section 14 and the touch panel 13, and 
in addition, the loudspeaker 15, are connected to the l/F 
circuit 27. 

[0036] A first video RAM (first VRAM) 23 is connected 
to the first GPU 24, while a second video RAM (second 
VRAM) 25 is connected to the second GPU 26. The first 
GPU 24 generates a first game image based on data for 
generating the image, the data being stored in the WRAM 

22, depending on an instruction from the CPU core 21, 
and draws (stores) the first game image in the first VRAM 

23. The second GPU 26 generates a second game image 
based on data for generating the image, the data being 
stored in the WRAM 22, depending on an instruction from 
the CPU core 21, and draws (stores) the second game 
image in the second VRAM 25. The first VRAM 23 and 
the second VRAM 25 are connected to the LCD controller 
29. 

[0037] The LCD controller 29 includes a register 291. 
The register 291 stores a value of 0 or 1, depending on 
an instruction from the CPU core 21. When the value of 
the register 291 is 0, the LCD controller 29 outputs the 
game image drawn in the first VRAM 23 to the first LCD 
11, and the game image drawn in the second VRAM 25 
to the second LCD 12. When the value of the register 
291 is 1, the LCD controller 29 outputs the game image 
drawn in the first VRAM 23 to the second LCD 12, and 
the game image drawn in the second VRAM 25 to the 
first LCD 11. 

[0038] The l/F circuit 27 is a circuit which transfers data 
between an external I/O device (e.g., the operation switch 
section 14, the touch panel 13, the loudspeaker 15, etc.) 
and the CPU core 21. The touch panel 13 (including a 
device driver for the touch panel) has a coordinate system 
corresponding to a coordinate system of the second 
VRAM 25, and outputs position coordinate data corre¬ 
sponding to a position input (specified) by the stylus 16. 
Note that, in this example, the display screen of the sec¬ 
ond LCD 12 has a resolution of 256 dots x 192 dots, 
while the touch panel 13 has a detection precision of 256 
dots x 192 dots corresponding to the display screen of 
the second LCD 12. Alternatively, the detection precision 
of the touch panel 13 may be either lower or higher than 
the resolution of the display screen of the second LCD 12. 
[0039] Hereinafter, a specific exemplary display 


screen provided by a game program executed by the 
game apparatus 1 will be described with respect to FIGS. 
3 to 6. Note that FIGS. 3 to 6 each illustrate an exemplary 
game screen displayed on the second LCD 12. 

5 [0040] As illustrated in FIG. 3, agame executed by the 

game apparatus 1 in this example has a game space, a 
portion of which is displayed on at least the second LCD 
12. Specifically, in the game, a plurality of characters C 
(a dog is displayed as a character C in FIG. 3) appear in 
io the game space, and the player plays with the characters 
C through the touch panel 13. 

[0041] In FIG. 4, for example, when the player touches 
any point on the touch panel 13 using the stylus 16, the 
character C is attracted and moved toward game space 
15 coordinates corresponding to touch panel coordinates 
(touch coordinates) of the touched point. As illustrated in 
FIG. 5, the character C behaves so that a predetermined 
point (e.g.,a predetermined point on a front part of a head) 
of the character C eventually coincides the game space 
coordinates corresponding to the touch coordinate posi¬ 
tion. According to these operations, the character C is 
expressed as if the character C came to the position on 
the touch panel 13 touched by the player. Further, since 
the character C behaves as if the predetermined point 
struck the position, the player feels as if the character C 
came when he or she called. 

[0042] Thereafter, as illustrated in the upper figure of 
FIG. 6, when the player drags the stylus 16 from the 
touched position of FIG. 5 to the left (a direction U in FIG. 
6) while keeping touching the touch panel 13 (hereinafter 
simply referred to as a drag operation, the character C 
behaves as if the character C moved the head thereof in 
a left rotational direction (a direction L in FIG. 6) in re¬ 
sponse to the leftward drag operation. Also, as illustrated 
in the lower figure of FIG. 6, when the player performs a 
rightward (a direction V in FIG. 6) drag operation on the 
touch panel 13, the character C behaves as if the char¬ 
acter C moved the head thereof in a right rotational di¬ 
rection (a direction R in FIG. 6) in response to the right- 
ward drag operation. In other words, when the player 
performs a touch operation as if he or she stroked the 
head of the character C through the touch panel 13, the 
character C moves the head thereof from side to side. 
Therefore, it looks as if the player stroked the real char¬ 
acter C and the character C responded to this. In addition, 
a facial expression or a posture of the character C is 
changed based on animation data, depending on the 
amount of accumulated operations (drag operations) 
performed by the player with respect to a predetermined 
portion of the character C. 

[0043] Hereinafter, a data structure of the character C 
will be described with reference to FIGS. 7 to 10C . FIG. 
7 is a diagram illustrating the data structure of the char¬ 
acter C. FIG. 8 is a diagram for explaining coordinate 
axes of a bone B and a joint J. FIG. 9 is a diagram for 
describing a rotational operation of the joint J correspond¬ 
ing to an exemplary behavior of the character C. FIGS. 
10A to 10C are diagrams illustrating areas ZL and ZR 
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which determine a rotational angle and a direction of the 
joint J, depending on the touch operation. 

[0044] Referring to FIG. 7, a skeleton of the character 
C is defined using a plurality of bones B (represented by 
polygons in FIG. 7) and a plurality of joints J (represented 
by spheres in FIG. 7) which are structure data. Thus, the 
character C has bones and joints like an animal. Also, 
the character C, when drawn, has a surface composed 
of a required number of polygon data Po (indicated with 
a dashed line in FIG. 7) defined corresponding to the 
bones B. In addition, texture data is mapped to the pol¬ 
ygon data Po, thereby obtaining a three-dimensional rep¬ 
resentation of the character C. 

[0045] The bones B are joined together by the joints 
J. The bone B can be moved by, for example, rotating or 
moving the joint J. By drawing the character C while 
changing positions and angles of the polygon data Po 
defined by the bones B, depending on the motions of the 
bones B, the character C is expressed as if the character 
C were acting. 

[0046] Referring to FIG. 8, three-dimensional coordi¬ 
nates X, Y, and Z are defined for each pair of a joint J 
and a bone B of the character C. A direction of the bone 
B passing through a center of the joint J is defined as the 
X axis. The Y and Z axes are defined on a plane which 
passes through the center of the joint J and is perpen¬ 
dicular to the bone B. The X, Y, and Z axes are perpen¬ 
dicular to each other and intersect at the center of the 
joint J. 

[0047] As have been described with reference to the 
lower figure of FIG. 6, when the player drags the head 
of the character C to the right on the touch panel 13, the 
character C behaves as if the character C moved the 
head thereof in the right rotational direction. Movements 
of the joint J and the bone B in the above-described sit¬ 
uation will be described with reference to FIG. 9. For ex¬ 
ample, the joint J joining the bone B which defines the 
polygon data Po representing the head of the character 
C is moved, depending on the drag operation (the bone 
B and the joint J indicated with a solid line in FIG. 9). 
Specifically, the joint J of interest is rotated by an angle 
of 0 in a right rotational direction (a direction R in FIG. 9) 
about the X axis indicating the direction of the bone B. 
Thereby, the Y axis is shifted to the position of an Yr axis 
of FIG. 9, and the Z axis is shifted to the position of a Zr 
axis of FIG. 9. By this rotation, the polygon data Po de¬ 
fined by the bone B of interest is rotated by the angle of 
0 in the direction R of FIG. 9. By the rotation of the joint 
J, the second LCD 12 displays the character C as if the 
character C moved the head thereof in the right rotational 
direction (the lower figure of FIG. 6). 

[0048] Next, the touch coordinates of a touched posi¬ 
tion and the rotational angle and direction of the joint J 
will be described with reference to FIGS. 10A to 10C. As 
illustrated in FIG. 10A, the left rotation area ZL and the 
right rotation area ZR are set with respect to the polygon 
data Po (e.g., the head of a dog) of the character C which 
is to be subjected to the above-described rotational op¬ 


eration. An angle reference vector Va is provided in a 
vertically upward direction in a world coordinate system 
from the center of the joint J joining the bone B defining 
the polygon data Po. Note that the direction of the angle 
5 reference vector Va is fixed to the vertically upward di¬ 
rection in the world coordinate system. The polygon data 
Po is divided into two areas by the angle reference vector 
Va, and the two areas are the left rotation area ZL and 
the right rotation area ZR. Specifically, when the polygon 
io data Po corresponds to the head, substantially a right 
half of the head (substantially a left half when viewed 
from the front) is set to be the left rotation area ZL, while 
substantially a left half of the head (substantially a right 
half when viewed from the front) is set to be the left ro- 
15 tation area ZL. 

[0049] As have been described using the upper figure 
of FIG. 6, when the player drags the head of the character 
C to the left on the touch panel 13, game space coordi¬ 
nates corresponding to touch coordinates input by the 
drag operation fall within the left rotation area ZL. When 
the left rotation area ZL is specified by the drag operation, 
the joint J is rotated by an angle of 0 in a left rotational 
direction (when viewed from the front) about the X axis 
indicating the direction of the bone B. As illustrated in 
FIG. 10B, this rotation causes the polygon data Po (head) 
defined by the bone B of interest to rotate by the angle 
of 0 in the left direction when viewed from the front. Note 
that the direction of the angle reference vector Va is fixed, 
and therefore, the direction does not vary depending on 
the rotational operation. Therefore, the left rotation area 
ZL and the right rotation area ZR set in the polygon data 
Po vary depending on the above-described rotational op¬ 
eration as illustrated in FIG. 10B. 

[0050] On the other hand, as have been illustrated us¬ 
ing the lower figure of FIG. 6, when the player drags the 
head of the character C to the right on the touch panel 
13, game space coordinates corresponding to touch co¬ 
ordinates input by the drag operation fall within the right 
rotation area ZR. When the right rotation area ZR is spec¬ 
ified by the drag operation, the joint J is rotated by an 
angle of 0 in a right rotational direction (when viewed 
from the front) about the X axis indicating the direction 
of the bone B. As illustrated in FIG. 10C, this rotation 
causes the polygon data Po (head) defined by the bone 
B of interest to rotate by the angle of 0 in the right direction 
when viewed from the front. Note that the direction of the 
angle reference vector Va is fixed, and therefore, the di¬ 
rection does not vary depending on the rotational oper¬ 
ation. Therefore, the left rotation area ZL and the right 
rotation area ZR set in the polygon data Po vary depend¬ 
ing on the above-described rotational operation as illus¬ 
trated in FIG. 10C. Therefore, when the player performs 
a drag operation as if the head of the character C moved 
across the angle reference vector Va, the character C 
behaves as if the character C moved the head thereof 
by an angle of 0 from left to right or vice versa. 

[0051 ] As described above, when the player performs 
a touch operation so that the head of the character C (e, 
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g., a front part of the head), which is displayed on the 
second LCD 12 covered with the touch panel 13, is 
stroked through the touch panel 13, the character C is 
caused to act as if the head thereof were moved from 
side to side, and the real character C were stroked. In 
other words, when the player performs a drag operation 
to stroke the touch panel 13, the angle of the joint J set 
in the head of the character C, which is a three-dimen¬ 
sional object, varies depending on the direction of the 
drag operation, whereby the character C is caused to act 
as if the character C responded when the head thereof 
were stroked. Therefore, it is possible to cause the char¬ 
acter C to act in various manners by touch operations on 
the touch panel 13 which cause the three-dimensional 
character C to produce a motion in real time in accord¬ 
ance with the angle of the joint J. 

[0052] FIG. 11 is a diagram illustrating an image of 
WRAM 22 whose data are read out from the cartridge 17 
and stored appropriately. As illustrated in FIG. 11, the 
WRAM 22 has a program storing area 22a for storing a 
group of instructions which can be executed by the com¬ 
puter (particularly, the CPU core 21) of the game appa¬ 
ratus 1 and a data storing area 22b for storing a group 
of data. Although, in this example, the game program 
and the data are stored in the cartridge 17, the game 
program and the data can be supplied by other media or 
a communication line. 

[0053] The game program which is to be stored appro¬ 
priately into the program storing area 22a may be divided 
into programs having separate functions which are to be 
executed the game apparatus 1. Examples of such sub¬ 
programs include a touch panel data acquiring program 
221, a touch ON/OFF detecting program 222, a touched 
portion detecting program 223, a touch operation state 
determining program 224, a joint angle changing pro¬ 
gram 225, a character drawing program 226, and the like. 
[0054] The touch panel data acquiring program 221 is 
a program which acquires the touch panel coordinates 
(touch coordinates) of a position touched by the player 
on the touch panel 13 by reading out data from a touch 
coordinate data buffer 228 described below. The touch 
ON/OFF detecting program 222 is a program which de¬ 
tects whether or not the player touches the touch panel 
13. The touched portion detecting program 223 is a pro¬ 
gram which calculates game space coordinates corre¬ 
sponding to touch coordinates acquired by execution of 
the touch panel data acquiring program 221 to detect a 
touched portion indicated by the game space coordi¬ 
nates. The touch operation state determining program 
224 is a program which analyzes touch coordinates ac¬ 
quired by execution of the touch panel data acquiring 
program 221 to determine whether or not an operation 
performed by the player on the touch panel 13 is the 
above-described drag operation. 

[0055] The joint angle changing program 225 is a pro¬ 
gram which changes a joint angle of a character, depend¬ 
ing on an area of polygon data indicated by a touched 
portion detected by execution of the touched portion de¬ 


tecting program 223. The character drawing program 226 
is a program which displays an image of a character set 
in a game space on the second LCD 12, depending on 
the structure data (bones B, joints J), the polygon data, 
5 and the texture data. 

[0056] Examples of the data group stored as appropri¬ 
ate in the data storing area 22b include a touch ON flag 
227, a touch coordinate data buffer 228, a touch coordi¬ 
nate change storing buffer 229, a portion coordinate stor- 
io ing buffer 230, character drawing data 231, animation 
data 232, and the like. 

[0057] The touch ON flag 227 is a flag which is turned 
ON when it is determined by execution of the touch 
ON/OFF detecting program 222 that the player touches 
15 the touch panel 13. The touch coordinate data buffer 228 
is a storage area which temporarily stores input informa¬ 
tion input through the touch panel 13 (touch panel coor¬ 
dinate position(s); touch coordinates). The touch coordi¬ 
nate change storing buffer 229 is a storage area which 
temporarily stores a change in touch coordinates for each 
unit time. The portion coordinate storing buffer 230 is a 
storage area which temporarily stores the game space 
coordinates of a touched portion detected by execution 
of the touched portion detecting program 223. 

[0058] The character drawing data 231 is data for dis¬ 
playing a plurality of characters Ca, Cb, ..., and Cn on a 
game screen. For example, the character drawing data 
231 for displaying the character Ca on the game screen 
includes structure data 231a, polygon data 231b, and 
texture data 231c. Note that the structure data 231a in¬ 
cludes a plurality of the above-described bones B and 
joints J. 

[0059] The animation data 232 is data for setting the 
posture or facial expression of the character C which are 
to be displayed on the game screen. For example, when 
the character C is a dog, data about "stand" 232a, "sit" 
232b, "down" 232c, "down on side" 232d, "down on back" 
232e, "happy" 232f, and the like are set as the animation 
data 232. By selecting one of these values of the anima¬ 
tion data 232 as appropriate, the joint angles and the like 
of the structure data of the character drawing data 231 
are changed, and the character C is drawn, taking a pos¬ 
ture corresponding to the animation data 232. 

[0060] Next, a flow of a game process performed by 
the game apparatus 1 will be described with reference 
to FIGS. 12 and 13. FIG. 12 is a flowchart illustrating the 
flow of the game process performed by the game appa¬ 
ratus 1. FIG. 13 illustrates a detailed flow of a touch con¬ 
trol process (a subroutine) in step 57 in FIG. 12. 

[0061] When the power source (not shown) of game 
apparatus 1 is turned ON, the CPU core 21 executes a 
boot program (not shown), thereby loading a game pro¬ 
gram stored in the cartridge 17 to the WRAM 22. When 
the loaded game program is executed by the CPU core 
21, steps (abbreviated as "S" in FIGS. 12 and 13) indi¬ 
cated in FIG. 12 are executed. By executing the game 
program, a game image or the like corresponding to the 
game program is displayed on the second LCD 12. 
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[0062] Referring to FIG. 12, the CPU core 21 performs 
initialization of the game processing (step 51), and caus¬ 
es the process to go to the next step. Specifically, the 
CPU core 21 sets the touch ON flag to be OFF, initializes 
the animation data 232 for each character to be placed 
in a game space, and places the character at an initial 
position. 

[0063] Next, the CPU core 21 draws each character 
placed in the game space based on animation data and 
a display position thereof (step 52), and causes the proc¬ 
ess to go to the next step. Thereby, the game space in 
which the character C is placed is displayed on the sec¬ 
ond LCD 12. 

[0064] Next, the CPU core 21 determines whether or 
not the player performs a touch operation on the touch 
panel 13 (step 53). When the player performs a touch 
operation on the touch panel 13, the CPU core 21 turns 
ON the touch ON flag 227 and causes the process to go 
to the next step 54. On the other hand, when the player 
does not perform a touch operation on the touch panel 
13, the CPU core 21 turns OFF the touch ON flag 227 
and returns to the above-described step 52 and repeats 
the process. 

[0065] In step 54, the CPU core 21 calculates game 
space coordinates corresponding to touch coordinates 
which are obtained by the player performing a touch op¬ 
eration on the touch panel 13, and determines whether 
or not the character C has been shifted to a position of 
the game space coordinates. For example, the CPU core 
21 sets a virtual projection plane onto which the touch 
coordinates are projected, in the game space, and caus¬ 
es the character C to move toward a position indicated 
by the touch coordinates on the virtual projection plane. 
When the character C has been shifted to the position 
specified by the touch operation, the CPU core 21 causes 
the process to go to the next step 55. On the other hand, 
when the character C has not yet been shifted to the 
position specified by the touch operation, the CPU core 
21 returns to the above-described step 52 and repeats 
the process. 

[0066] In step 55, the CPU core 21 fixes a viewpoint 
position of a virtual camera, and displays the character 
C, which has been shifted to the position specified by the 
touch operation, at a fixed position in the game space. 
Thereby, the CPU core 21 can more easily associate the 
two-dimensional touch coordinates on the touch panel 
13 with the three-dimensional game space coordinates. 
Thereafter, the CPU core 21 causes the process to go 
to the next step. 

[0067] Next, the CPU core 21 detects a touched por¬ 
tion of the character C indicated by the game space co¬ 
ordinates corresponding to the touch coordinates (step 
56). Thereafter, the CPU core 21 determines whether or 
not the detected touched portion is a portion of the char¬ 
acter C which is caused to perform a particular motion 
(step 57). When the touched portion is a portion which 
is caused to perform a particular motion, the CPU core 
21 performs a touch control process (step 58), and caus¬ 


es the process to go to the next step 59. Note that details 
of step 58 will be described below. On the other hand, 
when the touched portion is not a portion which is caused 
to perform a particular motion, the CPU core 21 causes 
5 the process to go directly to the next step 59. 

[0068] In step 59, the CPU core 21 determines whether 
or not the touch ON flag 227 is OFF. When the touch ON 
flag 227 is not OFF (i.e., is ON), the CPU core 21 returns 
to the above-described step 56 and repeats the process. 
io On the other hand, when the touch ON flag 227 is OFF, 
the CPU core 21 determines whether or not the game is 
ended (step 60). When the game is continued, the CPU 
core 21 returns to the above-described step 52 and re¬ 
peats the process. When the game is ended, the process 
15 of the flowchart is ended. 

[0069] Next, a flow of the touch control process in the 
step 57 will be described in detail with reference to FIG. 
13. The CPU core 21 acquires the touch coordinates of 
a position touched by the player on the touch panel 13 
(step 71), and calculates three-dimensional game space 
coordinates corresponding to the two-dimensional touch 
coordinate position (step 72). For example, the CPU core 
21 projects the touch coordinates onto the virtual projec¬ 
tion plane set in the game space, and calculates a pro¬ 
jected position on the virtual projection plane as the game 
space coordinates corresponding to the touch coordinate 
position. Thereafter, the CPU core 21 adjusts the bones 
B and joints J of the character C (step 73) so that a pre¬ 
determined point (s) of the character C coincides the 
game space coordinates calculated in the above-de¬ 
scribed step 72 (see FIG. 7), and causes the process to 
go to the next step. Note that the predetermined points 
of the character C are provided within a plurality of por¬ 
tions (e.g., a front part of a head, or a hand) at which the 
character C is caused to perform a particular motion. 
[0070] Next, the CPU core 21 determines whether or 
not a touched portion corresponding to the touch coor¬ 
dinates is a head of the character C (step 74). Thereafter, 
when the touched portion is the head, the CPU core 21 
causes the process to go to the next step 75. On the 
other hand, when the touched portion is not the head, 
the CPU core 21 causes the process to go to the next 
step 79. 

[0071] In step 75, the CPU core 21 determines whether 
or not the player performs a drag operation on the touch 
panel 13 (see FIG. 6). When the player does not perform 
a drag operation, the CPU core 21 immediately ends the 
subroutine. On the other hand, when the player performs 
a drag operation, the CPU core 21 changes the joint J 
set in the head of the character C by an angle of 0 (see 
FIG. 9), depending on the drag operation (step 76). Spe¬ 
cifically, when the game space coordinates correspond¬ 
ing to the touch coordinates input by the drag operation 
falls within the left rotation area ZL, the joint J of the head 
of the character C is rotated by the angle of 0 in the left 
rotational direction about the X axis (bone B) when 
viewed from the front (see FIG. 10B). When the game 
space coordinates corresponding to the touch coordi- 
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nates input by the drag operation falls within the right 
rotation area ZR, the joint J of the head of the character 
C is rotated by the angle of 0 in the right rotational direc¬ 
tion about the X axis when viewed from the front (see 
FIG. IOC). The CPU core 21 accumulates the amounts 
of continuous drag operations, changes the animation 
data 232 of the character C, depending on the accumu¬ 
lated amount, draws the character C (step 77), and caus¬ 
es the process to go to the next step. For example, the 
CPU core 21 changes the animation data 232 in a man¬ 
ner, such as "stand" 232a "sit" 232b -> "down" 232c 

"down on side" 232d -> "down on back" 232e, as 
the accumulated amount of the drag operation is in¬ 
creased. By changing the angles of the joints J of 
the character C, depending on the change, the char¬ 
acter C is drawn so that the posture thereof is 
changed. 

[0072] Next, the CPU core 21 determines whether or 
not the player has ended the drag operation on the touch 
panel 13 (step 78). When the drag operation is continued, 
the CPU core 21 returns to the above-described step 76 
and repeats the process. On the other hand, when the 
drag operation has been ended, the CPU core 21 ends 25 
the process of the subroutine. 

[0073] On the other hand, in the above-described step 
74, when the touched portion is not a head, the CPU core 
21 performs a process corresponding to the portion (step 
79) until the touch operation is ended (step 80). When 30 
the player ends the touch operation on the touch panel 
13 (Yes in step 80), the touch ON flag 227 is turned OFF 
and the process of the subroutine is ended. 

[0074] Although, in the foregoing description, the touch 
operation is illustrated as a reciprocating motion of a sin- 35 
gle joint which is changed through a touch operation by 
an angle fixed to the joint. Alternatively, the joint angle 
controlled with respect to the touch operation may not be 
a fixed value. For example, the joint angle may be 
changed to follow touch coordinates specified by the 40 
player through a touch operation. Alternatively, the an¬ 
gles of a plurality of joints may be changed, depending 
on a touch operation. 

[0075] Thus, by changing the angle of the joint J, de¬ 
pending on a touch operation on the touch panel 13, in 45 
real time, the three-dimensional motion of the character 
C can be controlled. In addition, since the three-dimen¬ 
sional character C is defined with bones and joints which 
are simple in terms of processing, the motion of the char¬ 
acter C can be easily controlled. 50 

[0076] Although the touch panel 13 is integrated with 
the game apparatus 1 in the above-described example, 
the game apparatus and the touch panel may be sepa¬ 
rated from each other in the present invention. Although 
two display devices are provided in the above-described 55 
example, only one display may be provided. Specifically, 
in the above-described example, the first LCD 11 may 
not be provided, and only the second LCD 12 covered 


with the touch panel 13 may be provided. Alternatively, 
in the above-described example, the second LCD 12 may 
not be provided, and the touch panel 13 may be provided 
on a top surface of the first LCD 11. 

5 [0077] Although the touch panel 13 is integrated with 

the game apparatus 1 in the above-described example, 
a game program may be executed on a data processing 
device, such as a general personal computer having a 
touch panel as one of the input devices. 

10 [0078] The game apparatus and the storage medium 
storing the game program of the present invention can 
cause athree-dimensional characterto produce a motion 
by changing the angle of a joint in accordance with a 
touch operation on a touch panel in real time, and there- 
15 fore, are useful as a game apparatus having a touch pan¬ 
el or the like as input means or a game program executed 
in the game apparatus. 

[0079] While the invention has been described in de¬ 
tail, the foregoing description is in all aspects illustrative 
20 and not restrictive. It is understood that numerous other 
modifications and variations can be devised without de¬ 
parting from the scope of the invention. 

Claims 

1. A game apparatus (1) for a game which causes a 
character appearing in a game space to produce a 
motion, depending on an operation of a player, com¬ 
prising: 

a display section (12) for displaying an image of 
the character on a display screen; 
a touch panel (13) provided, covering the display 
screen of the display section; 
a touch operation input data storing section 
(228, S71) for temporarily storing touch opera¬ 
tion input data input through a touch operation 
on the touch panel; 

a structure data storing section (231 a) for storing 
structure data of the character, wherein the char¬ 
acter has a plurality of bones (B) and one or 
more joints (J), and the plurality of bones are 
joined together with the joints; 
a polygon data storing section (231 b) for storing 
polygon data (Po) for each portion of the char¬ 
acter defined corresponding to each of the plu¬ 
rality of bones; 

a character position control section (21, S54, 
S55) for controlling a position of the character 
in the game space; 

a character display control section (21, S52 , 
S77) for drawing and displaying the character 
on the display screen based on the structure da¬ 
ta, the polygon data, and the position of the char¬ 
acter; 

a touched portion detecting section (21, S56, 
S74) for calculating position data in the game 
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space corresponding to the touch operation in¬ 
put data to detect a portion of the character cor¬ 
responding to the position data; and 
a joint angle changing section (21, S76) for, 
when the portion of the character corresponding 
to the position data is detected, changing an an¬ 
gle (0) of a joint of the character corresponding 
to the portion, depending on the touch operation 
input data, 

wherein the character display control section moves 
a portion whose joint angle is changed by the joint 
angle changing section, in real time, depending on 
the angle, and draws and displays the character on 
the display screen. 

2. The game apparatus according to claim 1, further 
comprising: 

a touch operation state determining section (21, 
S75, S78) for determining a touch operation 
state with respect to the touch panel based on 
the touch operation input data, 

wherein, when the touch operation state determining 
section determines that the touch operation is a drag 
operation in which a position of the touch operation 
is continuously changed, the joint angle changing 
section changes the joint angle of the character, de¬ 
pending on a direction of the drag operation. 

3. The game apparatus according to claim 2, further 
comprising: 

an animation data storing section (232) for pre¬ 
viously storing a plurality of patterns (232a to 
232f) of motions of positions of the bones and 
the joints of the character; 
an accumulated amount calculating section (21, 
S77) for, when the touch operation state deter¬ 
mining section determines that the touch oper¬ 
ation is a drag operation in which a position of 
the touch operation is continuously changed, ac¬ 
cumulating an operation distance of the drag op¬ 
eration; and 

an animation selecting section (21, S77) for se¬ 
lecting a pattern stored in the animation data 
storing section, depending on the operation dis¬ 
tance accumulated by the accumulated amount 
calculating section, 

wherein the character display control section draws 
and displays the character on the display screen, 
depending on the pattern selected by the animation 
selecting section. 

4. The game apparatus according to claim 1, further 
comprising: 


an area setting section for setting an area in 
which a joint angle changed by the joint angle 
changing section is specified, to be at least a 
portion of a portion of the character, 

5 

wherein, when the position data corresponding to 
the touch operation input data indicates an inside of 
the area set by the area setting section, the joint an¬ 
gle changing section changes the joint angle of the 
io character in accordance with the angle specified in 
the area. 

5. The game apparatus according to claim 4, wherein 
the area setting section divides a portion of the char¬ 
ts acter into two areas, and the areas specify the same 

angle and opposite rotational directions, in accord¬ 
ance with which the joint angle is changed. 

6. The game apparatus according to claim 5, wherein 
20 the area setting section sets a direction, along which 

the two areas are divided, to be consistently fixed in 
a world coordinate system of the game space. 

7. A storage medium storing a game program which is 
25 executed by a computer (21) of a game apparatus 

for a game which causes a character appearing in a 
game space to produce a motion, depending on an 
operation of a player, wherein 
the game apparatus comprises a display section of 
so displaying the game space on a display screen, a 
touch panel provided, covering the display screen of 
the display section, and a storing section, and 
the game program causes the computer to execute: 

35 a touch operation input data storing step (22, 

21, S71) of temporarily storing touch operation 
input data input through a touch operation on 
the touch panel; 

a character position control step (21, S54, S55) 
4 o of controlling a position of the character in the 

game space; 

a character display control step (21, S52, S77) 
of drawing and displaying the character on the 
display screen based on structure data of the 
45 character having a plurality of bones and one or 

more joints, wherein the plurality of bones are 
joined together with the joints, polygon data for 
each portion of the character defined corre¬ 
sponding to each of the plurality of bones, and 
50 the position of the character; 

a touched portion detecting step (21, S56, S74) 
of calculating position data in the game space 
corresponding to the touch operation input data 
to detect a portion of the character correspond- 
55 ing to the position data; and 

a joint angle changing step (21, S76) of, when 
the portion of the character corresponding to the 
position data is detected, changing an angle of 
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a joint of the character corresponding to the por¬ 
tion, depending on the touch operation input da¬ 
ta, 

wherein the character display control step moves the 
portion whose joint angle is changed by the joint an¬ 
gle changing step, in real time, depending on the 
angle, and draws and displays the character on the 
display screen. 

8. The storage medium according to claim 7, wherein 
the game program further causes the computer to 
execute: 

a touch operation state determining step (21, 
S75, S78) of determining atouch operation state 
with respect to the touch panel based on the 
touch operation input data, 


wherein, when the position data corresponding to 
the touch operation input data indicates an inside of 
the area set by the area setting step, the joint angle 
changing step changes the joint angle of the char¬ 
acter in accordance with the angle specified in the 
area. 

11. The storage medium according to claim 10, wherein 
the area setting step divides a portion of the charac¬ 
ter into two areas, and the areas specify the same 
angle and opposite rotational directions, in accord¬ 
ance with which the joint angle is changed. 

12. The storage medium according to claim 11, wherein 
the area setting step sets a direction, along which 
the two areas are divided, to be consistently fixed in 
a world coordinate system of the game space. 
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wherein, when the touch operation state determining 20 
step determines that the touch operation state is a 
drag operation 

in which a position of the touch operation is contin¬ 
uously changed, the joint angle changing step 
changes the joint angle of the character, depending 25 
on a direction of the drag operation. 

9. The storage medium according to claim 8, wherein 
the game program further causes the computer to 
execute: 30 


an accumulated amount calculating step (21, 

S77) of, when the touch operation state deter¬ 
mining step determines that the touch operation 
state is a drag operation in which a position of 35 
the touch operation is continuously changed, ac¬ 
cumulating an operation distance of the drag op¬ 
eration; and 

an animation selecting step (21, S77) of select¬ 
ing one of a plurality of patterns indicating mo- 4 ° 
tions of positions of the bones and the joints of 
the character, depending on the operation dis¬ 
tance accumulated by the accumulated amount 
calculating step, 

45 

wherein the character display control step draws and 
displays the character on the display screen, de¬ 
pending on the pattern selected by the animation 
selecting step. 

50 

10. The storage medium according to claim 7, wherein 
the game program further causes the computer to 
execute: 


an area setting step of setting an area in which 55 
a joint angle changed by the joint angle changing 
step is specified, to be at least a portion of a 
portion of the character, 
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